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8 Pressure medium

MICRO 38

Gas Nitrégeno (N,)

Max. charging pressure 175 Bar
Gas charging M6 @22 Min. charging pressure 35 Bar
L%fxg(}jg; ﬁ Rod seal area 3,80 cm?
Operating temperature 0°C - 80°C
« Force increase by temperature 0,33 %/°C
wE Max. stem speed 1,2mls
Maintenance kit Kit M38
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Code Smax La Lc Fa 3% F 0% Fe P \ EIK
mm mm mm daN VZ daN @ daN Bar | 9
MICRO 38x12 12 54 42 1015 1080 0,012 | 0,28
MICRO 38x16 16 62 46 1015 1080 0,016 | 0,30
MICRO 38x19 19 68 49 1015 1080 0,019 | 0,32
MICRO 38x25 25 80 55 o 1020 1080 0,025 | 0,33
MICRO 38x32 32 94 62 6?200:505)& 1020 1085 (2107%) 0,032 | 0,35
MICRO 38x38 38 106 68 1020 1085 0,037 | 0,39
MICRO 38x50 50 130 80 1020 1085 0,049 | 043
MICRO 38x63 63 156 93 1020 1085 0,062 | 0,48
MICRO 38x80 80 190 110 1020 1085 0,079 | 0,55
Force/stroke ratio Initial force/charging pressure ratio
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Manufactured by TécNicas ApLiCADAS DE PRESION, s.L. - www.tecapres.com
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