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TPB 850x13 13 70 57

850 ±5%
(20ºC)

980 995

175
 (20ºC)

0,047 0,92
TPB 850x16 16 76 60 990 1005 0,054 0,95
TPB 850x25 25 94 69 1010 1030 0,074 1,24
TPB 850x38 38 120 82 1030 1050 0,102 1,32
TPB 850x50 50 144 94 1040 1060 0,128 1,37
TPB 850x63 63 170 107 1045 1070 0,157 1,52
TPB 850x80 80 204 124 1050 1075 0,194 1,68
TPB 850x100 100 244 144 1055 1080 0,238 1,80

TPB 850
Pressure medium Gas Nitrógeno (N2)

Max. charging pressure 175 Bar

Min. charging pressure 35 Bar

Rod seal area 4,91 cm2

Operating temperature 0ºC� - 80ºC�

Force increase by temperature 0,33 %/ºC�

Max. stem speed 1,2 m/s

Maintenance kit Kit B850

Manufactured by Técnicas aplicadas de presión, s.l. · www.tecapres.com

Fo
rce

 (d
aN

)

Pressure (Bar)

Fo
rce

 (d
aN

)

Stroke (mm)

Initial force/charging pressure ratio

Ø63mm · Low compresion
850daN

Force/stroke ratio

 

Stroke (mm)

Maximum strokes / minute (at 20ºC)

100%90%

i

86
79

65

52
43

37
31

26

20

30

40

50

60

70

80

90

1316 25 38 50 63 80 100

100
200
300
400
500
600
700
800
900

35 50 75 100 125 150 175

Ø63

2/3
 Lc

 m
in

+1.0
+0.5

27

FS 63 · FSC 63 · FSC 63/1 FB 50 · FB 63FP 63 · FPR 63 FRS 63

M6
Ø25

Sm
ax

Lc
La

±0
.25

r 2

Gas charging M6
TPFV1 valve
M6-C adapter

Ø56
19

±0
.1

Ø6
3

2xM8(7mm)

20
8

5

207
FI 63/1

PED
2014/68/UE

V D I  S A F E T Y

Maximum recommended 90% stroke

TP
GA

S 
07

 0
1-

20
18

St
ro

ke
s/m

in 
(sp

m) TPB

TPR

TPA
TPG

TPSR

TPSRS

TPNS

STOP
CYLINDER
HOT
FORMING

TPHT

TPSL

 

 

 

TECAPRES®


