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® Pressure medium

TPC 1500
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Max. charging pressure 150 Bar
Min. charging pressure 35 Bar
Rod seal area 10,18 cm?
Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
Max. stem speed 1,6 mis
Maintenance kit Kit C1500
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VDI SAFETY

RE-36-50

60

Maximum strokes / minute (at 20°C)

60

Strokes/min (spm) ——

40
40
30 34
2 24
L 20
2xM8(12mm) 2 17
0 25 38 50 63 80 100 125 160
Stroke (mm) ——3»
Code Smax La Lc Fa 0% 0% Fe P \ EIK
mm mm mm daN vz daN daN Bar | 9
TPC 1500x25 25 135 110 2275 2420 0,065 | 1,86
TPC 1500x38 38 161 123 2300 2450 0,097 | 2,10
TPC 1500x50 50 185 135 2310 2470 0,127 | 2,25
TPC 1500x63 63 21 148 1500 +5% 2320 2480 148 0,159 | 2,30
TPC 1500x80 80 245 165 (20°C) 2330 2485 (20°C) 0,200 | 2,55
TPC 1500x100 100 285 185 2335 2495 0,249 | 3,15
TPC 1500x125 125 345 220 2335 2500 0,311 | 4,06
TPC 1500x160 160 415 255 2340 2505 0,397 | 5,23
Force/stroke ratio Initial force/charging pressure ratio
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Assembly possibilities

FS63-FSC63 - FSC 63/1

FP 63

N

S,

FRS 63 FB 50 - FB 63

FI63/1

Manufactured by TecNicAs ApLICADAS DE PRESION, S.L.
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