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4 TECAPRES®

@63mm
1500daN

TPK 1500.1

® Pressure medium Gas Nitrégeno (N,)
@36 Max. charging pressure 150 Bar
‘ M8 Min. charging pressure 35 Bar
E Rod seal area 10,18 cm?
(%’ Operating temperature 0°C - 80°C
-1 Force increase by temperature 0,33 %/°C
3 Max. stem speed 1,6 mis
J +H
r2 ol 3 Maintenance kit Kit K1500.1
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Code Smax La Lc Fa W F 0% Fe P \ EIK
mm mm mm daN vz daN daN Bar | 9
TPK 1500x12.1 12 79 67 2135 2235 0,037 | 1,20
TPK 1500x25.1 25 105 80 2260 2390 0,069 | 1,43
TPK 1500x38.1 38 131 93 1500 +5% 2300 2445 148 0,101 | 1,89
TPK 1500x50.1 50 155 105 (20°C) 2325 2475 (20°C) 0,130 | 2,45
TPK 1500x63.1 63 181 118 2340 2495 0,162 | 2,31
TPK 1500x80.1 80 215 135 2350 2510 0,204 | 2,40
TPK 1500x100.1 100 255 155 2360 2520 0,253 | 2,73
Force/stroke ratio Initial force/charging pressure ratio

50

63

t
g Maximum recommended 90% stroke

80

100

Stroke (Mm) ——>»

Force (daN) ———m»

75

150

100 125
Pressure (Bar) — 3»

FS 63 - FSC 63

- FSC 63/1

Assembly possibilities

FP 63 - FPR 63
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FB 50 - FB 63

Manufactured by TecNicAs ApLICADAS DE PRESION, S.L.

- www.tecapres.com
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