4. TECAPRES® [

@25 Gas charging M6 ® Pressure medium Gas Nitrégeno (N,)
Aﬁ IAF;Z\\/;::;:, 1 Max. charging pressure 150 Bar

Min. charging pressure 35 Bar

TPGAS 07 01-2018

I g Rod seal area 4,91 cm?
n
. Operating temperature 0°C - 80°C
. | Force increase by temperature 0,33 %/°C
- g Max. stem speed 1,6 mis
S
" Maintenance kit Kit KS750
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2xM8(12mm) Stroke (mm) — 3 TPG
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Code Smax La Lc Fa S * Fc P \ EIK
mm mm mm daN z daN @ daN Bar | 9 TPSRS
TPKS 750x13 12,7 75,4 62,7 1150 1225 0,016 | 0,60
TPKS 750x19 19 88 69 1170 1250 0,023 | 0,65 TPNS
TPKS 750x25 25 100 75 1170 1250 0,030 | 0,70
TPKS 750x38 38 126 88 740 +5% 1170 1250 150 0,045 | 0,80 STOP
TPKS 750x50 50 150 100 (ZOEC)O 1170 1250 (20°C) 0,060 | 0,88 CYLINDER
TPKS 750x63 63 177 114 1170 1255 0,075 | 0,98 HOT
TPKS 750x80 80 210 130 1170 1255 0,095 | 1,10 FORMING
TPKS 750x100 100 250 150 1170 1255 0,119 | 1,24
TPKS 750x125 125 300 175 1170 1255 0,149 | 1,37
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Manufactured by TecNicas ApLicADAS DE PRESION, s.L. - www.tecapres.com




