TPH
TPS
PSP
TPF
TPK
TPC
TPCT
TPB

TPR

TPA
TPG

TPSR
TPSRS

TPNS

STOP
CYLINDER

uoer TPMCA 6500

RISK OF 275

ENTRAPMENT

S max

La 0%

Lc

e

@120 Gas charging M6
TPFV3 valve

// M6-A adapter

Lg 0%

/ RMF-D1

128

The TPMCA 6500 model is also
available equipped with RMF-D1
(TPMCA 6500...C - Linked system)

TPGAS 07 01-2018

TPMCA 6500x12 12 152 140 7125 7185
TPMCA 6500x25 25 178 153 7465 7570
TPMCA 6500x38 38 204 166 7690 7830
TPMCA 6500x50 50 228 178 6500 £5% 7845 8010 150
TPMCA 6500x63 63 254 191 (20°C) 7970 8155 (20°C)
TPMCA 6500x80 80 288 208 8095 8305
TPMCA 6500x100 100 328 228 8205 8430
TPMCA 6500x125 125 378 253 8305 8545
P
® Pressure medium Gas Nitrégeno (N,) / Oil
Required information l Max. charging pressure 150 Bar
Min. charging pressure 50 Bar
Rod seal area 44,18 cm?
iorkingiuoke (mm) Operating temperature 0°C - 60°C
Press speed (m/min) Force increase by temperature 0,33 %/°C
Max. stem speed 12 m/min
Maximum press rate (spm) Max. recommended strokes/min 10 - 35* spm
) ) ) PED
* Maximum rate will depend on working parameters 0T4/6IVE
VDI SAFETY
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How to order - Ejemplo de pedido

TPMCA 6500 x 38 - E110 - C

Stroke | Hydraulic valve

C-Linked system
NC - Selfcontained

Model

Manufactured by Tecnicas ApLicAas D PRESION, s.L. - www.tecapres.com




