
Pressure medium Gas Nitrógeno (N2) / Oil

Max. charging pressure 150 Bar

Min. charging pressure 50 Bar

Rod seal area 19,63 cm2

Operating temperature 0ºC - 60ºC

Force increase by temperature 0,33 %/ºC

Max. stem speed 7.5 - 9 m/min

Max. recommended strokes/min 10 - 25* spm
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TPMCB 3000.1

Initial force/charging pressure ratio

Manufactured by Técnicas aplicadas de presión, s.l. · www.tecapres.com
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How to order

RMF-D1

The TPMCB 3000 model is also 
available equipped with RMF-D1.

(TPMCB 3000...C - Linked system)
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TPMCB 3000x12.1 12 129 117

3000 ±5%
(20ºC)

3250 3285

150
(20ºC)

TPMCB 3000x25.1 25 155 130 3435 3500
TPMCB 3000x38.1 38 181 143 3560 3645
TPMCB 3000x50.1 50 205 155 3635 3735
TPMCB 3000x63.1 63 231 168 3700 3810
TPMCB 3000x80.1 80 265 185 3760 3880
TPMCB 3000x100.1 100 305 205 3815 3945
TPMCB 3000x125.1 125 355 230 3860 4000
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Model Stroke Hydraulic valve

TPMCB 3000 E2450.1x C- -

C - Linked system
NC - Self contained Length
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Working stroke (mm)

Press speed (m/min)

Maximum press rate (spm)

* Maximum rate will depend on working parameters
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