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M24x1,5
140daN

9 Pressure medium

TPRB 24

Gas Nitrégeno (N,)

- Max. charging pressure 175 Bar
f5\\ Min. charging pressure 25 Bar
x Rod seal area 0,78 cm?
UE> Operating temperature 0°C - 80°C
— Force increase by temperature 0,33 %/°C
Max. stem speed 1,6 m/s
9 Maintenance kit Kit RB24
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Maximum strokes / minute (at 20°C)
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Gas charging M6(8mm)
TPFV3 valve
M6-C adapter Tsc
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TPRB 24x10 10 65 55 0,004 0,18 TPRB 24x ... F20 20 (£5%) =25 25
TPRB 24x20 20 85 65 0,007 0,20 TPRB 24x ... F40 40 (£5%) =55 50
TPRB 24x30 30 105 75 0,009 0,22 TPRB 24x ... F60 60 (£5%) =80 75
TPRB 24x40 40 125 85 0,012 0,23 TPRB 24x ... F80 80 (+5%) =105 100
TPRB 24x50 50 145 95 0,014 0,25 TPRB 24x ... F100 100 (+5%) =135 125
TPRB 24x60 60 165 105 0,017 0,28 TPRB 24x ... F120 120 (£5%) =160 150
TPRB 24x70 70 185 115 0,019 0,32 TPRB 24x ... F140 140 (£5%) =185 175
TPRB 24x80 80 205 125 0,022 0,38
TPRB 24x100 100 245 145 0,027 0,42

How to order
TPRB24 x 30 F80
Model Stroke Force

Force/stroke ratio Initial force/charging pressure ratio
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Assembly possibilities
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Manufactured by TécNicas ApLicADAS DE PRESION, s.L. - www.tecapres.com




