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® Pressure medium

TPS 250.1

Gas Nitrégeno (N,)

La £0.25

Max. charging pressure 150 Bar
Min. charging pressure 50 Bar
Rod seal area 1,77 cm?
Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
Max. stem speed 1,6 m/s
Maintenance kit Kit $250.1
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Code Smax La Lc Fa W F 0% Fe P \ EI K
mm mm mm daN z daN daN Bar | 9
TPS 250x10.1 10 70 60 290 295 0,012 | 0,43
TPS 250x13.1 12,7 75,4 62,7 295 300 0,014 | 0,44
TPS 250x16.1 16 82 66 295 300 0,017 | 0,46
TPS 250x25.1 25 100 75 300 305 0,024 | 0,51
TPS 250x38.1 38 126 88 250 5% 305 310 142 0,035 | 0,59
TPS 250x50.1 50 150 100 (20°C) 305 315 (20°C) 0,044 | 0,66
TPS 250x63.1 63 177 114 305 315 0,055 | 0,73
TPS 250x80.1 80 210 130 310 315 0,068 | 0,83
TPS 250x100.1 100 250 150 310 315 0,085 | 0,96
TPS 250x125.1 125 300 175 310 320 0,105 | 1,05
Force/stroke ratio Initial force/charging pressure ratio
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Assembly possibilities
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FS 38 - FSC 38

FP 38 - FPR 38

FI 38 - FI 38/1

Manufactured by TecNicas ApLicADAS DE PRESION, s.L. - www.tecapres.com



