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4 TECAPRES®

RISK OF
ENTRAPMENT

Gas charging G1/8 —=—
TPFV1 valve
G1/8 adapter

4xM8(12mm)

Cylinders with
slow-speed return

TPSRC 1500

® Pressure medium Gas Nitrégeno (N,)
236
| —M8 Max. charging pressure 150 Bar
/ Min. charging pressure 35 Bar
; £ Rod seal area 10,18 cm?
2] L
1 Operating temperature 0°C - 80°C
@ Force increase by temperature 0,33 %/°C
8 Max. stem speed 15 m/min
+
9 3 Maintenance kit Kit SR1500
Recommended max. strokes/min 2-8spm
PED ISO
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Required data
%
g Working stroke (mm)
Press speed (m/min)
Maxi press rate (spm)
Gas spring expansion speed

TPSRC 1500x160 160
TPSRC 1500x200 200
TPSRC 1500x250 250
TPSRC 1500x300 300

(Other strokes under order)

430 270

510 310 1500 £5%
610 360 (20°C)
710 410

2025 2105 0,572 | 6,10
2045 2130 148 0,697 | 7,15
2060 2145 (20°C) 0,853 | 7,86
2070 2160 1,008 | 8,86

Force/stroke ratio
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Assembly possibilities

FS75-FSC75

FP75-FPR75

IT=+

FB75

FRS 75 FI75 - FI7511

Manufactured by TecNicas ApLicADAS DE PRESION, s.L.
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