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4xM10(16mm)

Cylinders with
slow-speed return

Pressure medium

TPSRC 5000

Gas Nitrégeno (N,)

ENTRAPMENT ¢

M8 ‘ ”‘)E Max. charging pressure 150 Bar
Min. charging pressure 35 Bar
Rod seal area 33,18 cm?
Operating temperature 0°C - 80°C
- Force increase by temperature 0,33 %/°C
% Max. stem speed 20 m/min
Maintenance kit Kit SR5000
Recommended max. strokes/min 2-8spm

PED ISO

T ONENSIONS

VDI SAFETY

et

#=

RE-65-100

Required data

Working stroke

(mm)

Press speed

(m/min)

Maxii press rate

(spm)

TPSRC 5000x160 160 460 300 7730 8235 1,342 | 19,83
TPSRC 5000x200 200 540 340 5000 +5% 7455 7890 150 1,798 | 21,70
TPSRC 5000x250 250 640 390 (20°C) 7550 8010 (20°C) 2,191 | 23,85
TPSRC 5000x300 300 740 440 7620 8100 2,583 | 25,60

(Other strokes under order)
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Assembly possibilities

iT=

FS120 - FSC 120 FP 120 - FPR 120 FB 120 FRS 120 FI1120 - FI 120/1
Manufactured by Tecnicas APLICADAS DE PRESION, S.L. - www.tecapres.com




