
Maximum inclination

TPUD 10000

Punch / pusher stroke rateSpare parts

C�ode Smax
mm

Max. punching
force

Gas spring force
Gas spring model

Max. working specifications
Application Kg

Initial Final Velocity Strokes / min
TPUD 10000x63 63 10000 daN 600 daN ≈ 880 daN TPK 600x63 0,5 m/s 30 spm Round and shaped 20,7

Manufactured by Técnicas aplicadas de presión, s.l. · www.tecapres.com
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Part no. Description Part code
1 C�am TPUD10000-1
2 Rod TPUL10000-2
3 End cap TPUL10000-3
4 Gas spring TPK 600x63
5 Rod pin TPUL10000-5
6 Punch holder (C�45) TPUL10000-6 Min. 20º

13

58
145

221
334

.4

66
±0.0

1

4x(
M12)

2x(
Ø12H

7)

Anti-
spi

nni
ng 

dev
ice

±0.1

8
25H

7

23
50 ±0.05

20

Strok
e

40
±0.0

1

Ø7556

2x(
Ø10H

7 )
2x(

M12)

17
5.9

Pu
sh

er
 st

ro
ke

24

11084
60

24

149.4127
8047

±0.01

90

10
±0.0

2

Max. 45º

Pu
sh

er
 st

ro
ke

 (m
m)

Punch stroke (mm)

0
10
20
30
40
50
60
70
80
90

100
110
120

(63,0 ; 107,4) 
 

 α = 45º 

0 25 302015105 4035 5045 55 60 65 70
1 

3 

4 

2 

5 

6 

455

 


