
Maximum strokes / minute (at 20ºC)
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TPS 500x10.2 10 105 95

470 ±5%
(20ºC)

620 645

150
 (20ºC)

0,016 0,43
TPS 500x13.2 12,7 110,4 97,7 620 645 0,019 0,44
TPS 500x25.2 25 135 110 630 655 0,032 0,46
TPS 500x38.2 38 161 123 630 655 0,046 0,51
TPS 500x50.2 50 185 135 630 655 0,060 0,59
TPS 500x63.2 63 212 149 635 660 0,074 0,66
TPS 500x80.2 80 245 165 635 660 0,092 0,73
TPS 500x100.2 100 285 185 635 660 0,114 0,83
TPS 500x125.2 125 335 210 635 660 0,142 0,96
TPS 500x160.2 160 405 245 725 775 0,133 1,05

TPS 500.2
Pressure medium Nitrogen (N2)

Max. charging pressure 150 Bar

Min. charging pressure 35 Bar

Rod seal area 3,14 cm2

Operating temperature 0ºC - 80ºC

Force increase by temperature 0,33 %/ºC

Max. stem speed 1,6 m/s

Maintenance kit Kit S500.2
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Assembly possibilities

VDI 3003 E.24.54.815.GISO 11901
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Gas charging G1/8
TPFV1 valve
G1/8 adapter
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