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1100daN

Gas charging M6
TPFV3 valve
M6-A adapter

230

@50mm - G1/8 connectable

8 Pressure medium

MICRO 50C.

Gas Nitrégeno (N,)
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Max. charging pressure 155 Bar
Min. charging pressure 35 Bar
Rod seal area 7,07 cm?
Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
Max. stem speed 1,2mls
Maintenance kit Kit MC50.1
PED
2014768
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Maximum strokes / minute (at 20°C)
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Code Smax La Lc Fa W F 0% Fe P \ EIK
mm mm mm daN vz daN daN Bar | 9
MICRO 50Cx13.1 12,7 74 61,3 1740 1860 0,023 | 0,70
MICRO 50Cx16.1 16 80 64 1760 1885 0,027 | 0,73
MICRO 50Cx19.1 19 86 67 1775 1900 0,032 | 0,78
MICRO 50Cx25.1 25 98 73 1790 1925 0,041 | 0,89
MICRO 50Cx32.1 32 12 80 1100 £5% 1805 1940 155 0,052 | 0,99
MICRO 50Cx38.1 38 124 86 (20°C) 1810 1950 (20°C) 0,062 | 1,12
MICRO 50Cx50.1 50 148 98 1820 1960 0,081 | 1,28
MICRO 50Cx63.1 63 174 1M 1825 1970 0,101 | 1,41
MICRO 50Cx75.1 75 198 123 1830 1975 0,120 | 1,54
MICRO 50Cx80.1 80 208 128 1830 1980 0,128 | 1,62
MICRO 50Cx100.1 100 248 148 1835 1985 0,159 | 1,98
MICRO 50Cx125.1 125 298 173 1840 1985 0,199 | 2,23
Force/stroke ratio Initial force/charging pressure ratio
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FS 50 - FSC 50 FP 50 - FPR 50 FRS 50 FB 45 - FB 50 FI50 - FI 50/1

Manufactured by TecNicas ApLICADAS DE PRESION, s.L

.- www.tecapres.com
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