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@45mm - Low compresion
350daN

TPB 350

® Pressure medium Gas Nitrégeno (N,)
Gas charging M6 716
TR | Max. charging pressure 175 Bar
Me-Aadapter Min. charging pressure 25 Bar
i Rod seal area 2,01 cm?
Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
Max. stem speed 1,2 m/s
Maintenance kit Kit B350
PED
THBBIE,
VDI SAFETY
Maximum strokes / minute (at 20°C)
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Code Smax La Lc Fa W F 0% Fe P \ EIK
mm mm mm daN daN daN Bar | 9
TPB 350x13 13 58 45 415 425 0,015 | 0,34
TPB 350x16 16 64 48 420 425 0,018 | 0,38
TPB 350x25 25 82 57 420 430 0,028 | 0,39
TPB 350x38 38 108 70 350 +5% 425 430 175 0,041 | 043
TPB 350x50 50 132 82 (20°C) 425 435 (20°C) 0,054 | 0,46
TPB 350x63 63 158 95 425 435 0,067 | 0,49
TPB 350x80 80 192 112 425 435 0,085 | 0,57
TPB 350x100 100 232 132 425 435 0,106 | 0,63
Force/stroke ratio Initial force/charging pressure ratio
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Assembly possibilities
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FS45-FSC 45 FP 45 FPR45

FB 45
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FI45 - Fl 45/1
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