4 TECAPRES®

@45mm
1250daN

TPH 1250
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230 Pressure medium Gas Nitrégeno (N,)
‘ Aﬁ M8 Max. charging pressure 175 Bar
Min. charging pressure 35 Bar
’E:é Rod seal area 7,07 cm?
@ Operating temperature 0°C - 80°C
Force increase by temperature 0,33 %/°C
- Max. stem speed 25 m/min
N
[ Maintenance kit Kit H1250
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Stroke (mm) ——3»
Code Smax La Lc Fa W F 0% Fe P \ EI K
mm mm mm daN ‘Z daN daN Bar | 9
TPH 1250x12 12 79 67 1670 1740 0,029 | 0,62
TPH 1250x25 25 105 80 1860 1970 0,047 | 0,75
TPH 1250x38 38 135 97 1250 +5% 1890 2005 175 0,070 | 0,83
TPH 1250x50 50 160 110 (20°C) 1940 2070 (20°C) 0,088 | 0,91
TPH 1250x63 63 190 127 1940 2075 0,110 | 1,10
TPH 1250x80 80 230 150 1900 2020 0,146 | 1,17

Force/stroke ratio
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Initial force/charging pressure ratio

1500

1300
1100

Force (daN) ———m»

TPGAS 07 01-2018

0 12 38 50 63 80 35 50 75 100 125 175
Stroke (Mm) ——>» Pressure (Bar) — 3»
Assembly possibilities
+1.0 7
065" . .
FS45-FSC 45 F145 - F145/1
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