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@50mm
1700daN

9 Pressure medium

TPH 1700

Gas Nitrégeno (N,)

@35 :
| —M8 Max. charging pressure 175 Bar
/ Min. charging pressure 35 Bar
é Rod seal area 9,62 cm?
@ Operating temperature 0°C - 80°C
0 Force increase by temperature 0,33 %/°C
w
N e Max. stem speed 25 m/min
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rZJ . © Maintenance kit Kit H1700
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TPFV3 valve
M6-A adapter Maximum strokes / minute (at 20°C)
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Stroke (mm) ——3»
Code Smax La Lc Fa W F 0% Fe P \ EI K
mm mm mm daN z daN daN Bar | 9
TPH 1700x12 12 84 72 2310 2410 0,039 | 0,82
TPH 1700x25 25 10 85 2580 2745 0,062 | 0,91
TPH 1700x25B 25 15 90 1700 +5% 2445 2575 175 0,069 | 1,00
TPH 1700x38 38 140 102 (20°C) 2625 2795 (20°C) 0,092 | 1,12
TPH 1700x50 50 165 115 2695 2890 0,115 | 1,25
TPH 1700x63 63 195 132 2700 2895 0,145 | 1,35
TPH 1700x80 80 235 155 2695 2885 0,185 | 1,48

Force/stroke ratio

3200
2050
2700
=
T 2450
8 2200
5
£
1950
1700

g Maximum recommended 90% stroke
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Force (daN)
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Pressure (Bar) — 3»

23Lemin

Assembly possibilities
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FS 50 - FSC 50

FB 45 - FB 50 FI 50 - FI 5011
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