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@25mm
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4 TECAPRES®

TPH 300

® Pressure medium Gas Nitrégeno (N,)
Gas charging M6 i
214 $as charging Max. charging pressure 190 Bar
M6-A adapter Min. charging pressure 50 Bar
I Rod seal area 1,54 cm?
Ll é Operating temperature 0°C - 80°C
H (%2}
& Force increase by temperature 0,33 %/°C
) Max. stem speed 1,2 mls
Maintenance kit Kit M25.1
o PED
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Code Smax La Lc Fa W F 0% Fe P \ EIK
mm mm mm daN z daN daN Bar | 9
TPH 300x10 10 75 65 325 330 0,013 | 0,16
TPH 300x15 15 85 70 340 345 0,015 | 0,17
TPH 300x25 25 105 80 300 +5% 355 365 190 0,019 | 0,21
TPH 300x38 38 130 92 (20°C) 375 385 (20°C) 0,025 | 0,24
TPH 300x50 50 155 105 385 395 0,030 | 0,26
TPH 300x63 63 185 122 390 405 0,036 | 0,31
TPH 300x80 80 220 140 400 415 0,043 | 0,36
Force/stroke ratio Initial force/charging pressure ratio
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Manufactured by TécNicas ApLicADAS DE PRESION, s.L. - www.tecapres.com




