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@75mm -
4300daN

9 Pressure medium

1/8 connectable TPH 4300 C

Gas Nitrégeno (N,)

& Max. charging pressure 175 Bar
‘ FMS Min. charging pressure 35 Bar
‘ é Rod seal area 24,63 cm?
w
Operating temperature 0°C - 80°C
& - Force increase by temperature 0,33 %/°C
% Max. stem speed 25 m/min
j ol 3 Maintenance kit Kit HC4300
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Maximum strokes / minute (at 20°C)
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Code Smax La Lc Fa W F 100%  Fe P ' EI K
mm mm mm daN ‘Z daN daN Bar | 9
TPH 4300x12C 12 114 102 5610 5800 0,115 | 2,32
TPH 4300x25C 25 140 115 6335 6680 0,174 | 2,60
TPH 4300x38C 38 170 132 4300 +5% 6560 6965 175 0,246 | 2,92
TPH 4300x50C 50 195 145 (20°C) 6795 7265 (20°C) 0,303 | 3,11
TPH 4300x63C 63 230 167 6700 7135 0,392 | 3,20
TPH 4300x80C 80 270 190 6765 7225 0,489 | 4,05

Force/stroke ratio

Initial force/charging pressure ratio
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Assembly possibilities Connection alternatives
RMF-D1 RMF-T + RMF-D1(2x) m
= SEms -
7
FS75-FSC75 FP75:FPR75 RMF-C + RMF-D1 RMF-L + RMF-D1(2x)

Manufactured by TécNicas ApLICADAS DE PRESION, s.L. - www.tecapres.com
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